
Chlorinated Polyvinyl Chloride Sprinkler Pipe and Fittings

BlazeMaster CPVC pipe and fittings of the following types and sizes for a rated pressure of 175 psig:

VIWT.EX3820
Chlorinated Polyvinyl Chloride Sprinkler Pipe and Fittings
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See General Information for Chlorinated Polyvinyl Chloride Sprinkler Pipe and Fittings

IPEX INC EX3820

SUITE 101

3 PLACE DU COMMERCE

ILE DES SOEURS

VERDUN, QC H3E 1H7 CANADA

Description Size (s) In.

Pipe 3/4, 1, 1-1/4, 1-1/2, 2, 2-1/2, 3

Cap, Coupling, 90 Degree Elbow, 45 degree Elbow, Tee 3/4, 1, 1-1/4, 1-1/2, 2, 2-1/2, 3

Cross 3/4, 1, 1-1/4, 1-1/2, 2, 2-1/2

Reducing Tee 3/4x3/4x1;

1x3/4x3/4, 1;

1x1x3/4;

1-1/4x1x3/4, 1, 1-1/4;

1-1/4x1-1/4x3/4, 1, 1-1/2;

1-1/2x1-1/4x3/4, 1;

1-1/2x1-1/2x3/4, 1, 1-1/4, 2;

2x2x3/4, 1, 1-1/2;

2-1/2x2-1/2x1, 1-1/4, 1-1/2;

3x3x2, 2-1/2

Reducer Bushing 1x3/4;

1-1/4x3/4, 1;

1-1/2x3/4, 1, 1-1/4;

2x1, 1-1/4, 1-1/2;

2-1/2x2;

3x2, 2-1/2

Flange Adapter 3/4, 1, 1-1/4, 1-1/2, 2, 2-1/2, 3

Grooved Coupling Adapter 1-1/4, 1-1/2, 2, 2-1/2

Male Threaded Adapter, Female Threaded Adapter 3/4, 1, 1-1/4, 1-1/2, 2

Sprinkler Adapter (Slip) 3/4x1/2;1x1/2, 3/4

Sprinkler Adapter (Spigot) 3/4x1/2;1x1/2

Sprinkler Adapter Elbow 3/4x1/2;1x1/2, 3/4

Sprinkler Adapter Tee ½ x ½ x 1, 3/4x3/4x1/2;
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The pipe and fittings are for use in accordance with the manufacturer's installation and design manual (Volume 2 - 2nd Edition with revised wording) 
dated November 2006. 
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When the UL Leaf Mark is on the product, or when the word "Environment" is included in the UL Mark, please search the UL Environment database for 
additional information regarding this product's certification.
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1x1x1/2, 1;

1-1/4x1-1/4x1/2;

1-1/4x1x1/2;

1-1/2x1-1/2x1/2;

2x2x1/2
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