HHXX7 EX15442 - Fittings, Cast Iron, Ductile Iron, Malleable Iron and Bronze Certified for Canada

Fittings, Cast Iron, Ductile Iron, Malleable Iron and Bronze Certified for Canada

Page Bottom

iy L ONLINE CERTIFICATIONS DIRECTORY

Page 1 of 2

HHXX7.EX15442

Fittings, Cast Iron, Ductile Iron, Malleable Iron and Bronze Certified for Canada

See General Information for Fittings, Cast Iran, Ductile Iron, Malleable Iron and Bronze Certified for Canada

P T TRI SINAR PURNAMA

DESA KEDUNG PANI
KELURAHAN WATES

KECAMATAN NGALIYAN
SEMARANG, 50188 INDONESIA

EX1234

Malleable Iron Threaded Fittings (ANSL/ASME B16.3)

Fittings fabricated with dimensional specifications in accordance with ANSI/ASME B16.3

Rated
Pressure
Model/Fig. | Configuration Size (in.) {(kPa)
BL 90° Elbows 1/4,3/8,1/2, 3/4, 1, 1-1/4, 1-1/2, 2, 2-1/2 2068
BL45 45° Elbows 1/4, 3/8, 1/2, 3/4, 1, 1-1/4, 1-1/2, 2, 2-1/2 2068
BSL a0° Street 1/4, 3/8,1/2, 3/4, 1, 1-1/4, 1-1/2, 2, 2-1/2 2068
Elbows
BSL45 450 Street 1/4,3/8, 1/2, 3/4, 1, 1-1/4, 1-1/2, 2, 2-1/2 2068
Elbows
RBL 90° Reducing 1/4 % 1/8, 3/8 x 1/4, 3/8 x 1/8, 1/2 x 3/8, 1/2 x 1/4, 3/4 x 1/2, 3/4 x 3/8, 3/4 x 1/4, 1 | 2068
Elbows X3/4,1x1/2,1x3/8, 1-1/4 x 1, 1-1/4 x 3/4, 1-1/4 x 1/2, 1-1/2 x 1-1/4, 1-1/2 x 1, 1-
1/2x3/4,2x1-1/2, 2x1-1/4,2x 1, 2 x 3/4
BT Tees 1/4, 3/8,1/2, 3/4, 1, 1-1/4, 1-1/2, 2, 2-1/2, 3 2068
BTAS Couplings 1/4,3/8, 1/2, 3/4,1, 1-1/4, 1-1/2, 2, 2-1/2, 3, 4 2068
BRS Couplings 1/4,3/8, 1/2, 3/4, 1, 1-1/4, 1-1/2, 2, 2-1/2, 3, 4 2068
Reducing sizes
BRCA Caps 1/4,3/8,1/2, 3/4, ¢, 1-1/4, 1-1/2,2, 2-1/2, 3, 3-1/2, 4 2068
BCR Crosses 1/4, 3/8, 1/2, 3/4, 1, 1-1/4, 1-1/2, 2, 2-1/2, 2068
RBT Reducing Tee 1/4x1/4x1/8,1/8 x 1/8 x 1/4, 3/8 x 3/8 x 1/4, 3/8 x 3/8 x 3/8, 3/8 x 1/4 % 3/8, 3/8 2068
X1/4x1/4, 1/4x /4 x3/8, 1/2x 1/2x 3/8, 1/2 x 1/2x 1/4, 1/2 x 3/8 x 1/2, 1/2 x
3/8x3/8, /2 x 1/4x 1/2, 3/8 x 3/8 x 1/2, 3/4 x 3/4 x 1/2, 3/4 x 3/4 x 3/8, 3/4 x 3/4
X 1/4, 3/4 x1/2 x 3/4, 3/4 x /2 x 1/2, 3/4 x 1/2 x 3/8, 3/4 x 3/8 x 3/4, 3/4 x 3/8 x
3/8,3/4x1/4x3/4,1/2x1/2x 3/4, 1 x1x3/4, 1 x1x1/2, 1 x 1 x 3/8, 1x1x1/4,
1x3/4x1,1%x3/4x3/4,1x3/4x1/2,1x1/2x1,1x1/2x3/4, 1x1/2x 1/2, 3/4 %
3/4x1,1/2x1/2x 1, 1-1/4 x 1-1/4 x 1, 1-1/4 x 1-1/4 x 3/4, 1-1/4 x 1-1/4 x 1/2, 1-
1/4x1-1/4 x3/8, 1-1/4x 1 x 1-1/4, 1-1/4 x 1 x 1, 1-1/4 x 1 x 3/4, 1-1/4 x 1 x 1/2, 1-
1/4 X 3/4 x 1-1/4, 1-1/4 x 3/4 x 1, 1-1/4 x 3/4 x 3/4, 1-1/4 x 1/2 x 1-1/4, 1-1/4 x 1/2
x1,1x1x1-1/4,3/4x 3/4x1-1/4, 1-1/2 x 1-1/2 x 1-1/4, 1-1/2 x 1-1/2 x 1, 1-1/2 x
1-1/2 x 3/4, 1-1/2 x 1-1/2 x 1/2, 1-1/2 x 1-1/4 x 1-1/2, 1-1/2 x 1-1/4x1-1/4, 1-1/2 x
1-1/4x 1, 1-1/2 x 1-1/4 % 3/4, 1-1/2 x 1-1/4 x
Malleable Iron Threaded Fittings (ANSI/ASME B16.14)
Fittings fabricated with dimensional specifications in accordance with ANSI/ASME B16.14
Rated
Pressure
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Model /Fig. Configuration Size {in.) (kPa)

PG Square Head 3/8,1/2, 3/4, 1, 1-1/4, 1-1/2, 2, 2-1/2, 2068
Plugs

PG Slotted Mead Plug | 4 2068

HBU Outside & Inside 1/4x1/8, 3/8 x 1/4, 3/8 x 1/8, 1/2 x 3/8, 1/2 x 1/4, 1/2 x 1/8, 3/4 x 1/2, 3/4 x 3/8, | 2068

Head Bushings 3/4x1/4,3/4%x1/8, 1x3/4,1x1/2,1x3/8, 1x1/4, 1 x 1/8, 1-1/4x 1, 1-1/4 x
3/4, 1-1/4 x 1/2, 1-1/4 x 3/8, 1-1/4 x 1/4, 1-1/2 x 1-1/4,1-1/2x 1, 1-1/2 x 3/4, 1-
1/2x1/2,1-1/2x 3/8, 1-1/2x 1/4, 2 x 1-1/2, 2 x 1-1/4, 2 x 1, 2 x 3/4, 2 x 1/2, 2 x
3/8,2x1/4,2-1/2x 2, 2-1/2 x 1-1/2, 2-1/2 x 1-1/4, 2-1/2 x 1, 1-1/2 x 3/4, 2-1/2 x
1/2

LN Locknuts 1/4, 3/8, 1/2, 3/4, 1, 1-1/4, 1-1/2, 2, 2-1/2 2068

Malleable Iron Fittings (BS143 & 1256)

Fittings fabricated with dimensional specifications in accardance with BS143 & 1256

Rated
Pressure

Model/Fig. Configuration Size (in.) {kPa)

Al Reducing Elbows 1-1/4x1/2, 1-1/2x3/4, 2x1, 2x1-1/4 2498

Al/45° 45° Elbows 2-1/2,3,4,6 2496

B1 Reducing Tees (Reducing on the Branch) 2-1/2x1/2, 2-1/2x3/4, 3x1/2, 3x3/4, 4x1, 4x1-1/4, 4x1- | 2496

1/2, 4x2-1/2, 6x3, 6x4
B1 Reducing Tees (Increasing on the Branch) | 2x2-1/2" 2496
B1 Special Reducing Tees {Reducing on the 2x1-1/2x1/2, 2-1/2x2x2 2496
Run & Branch)
M2 Reducing Sockets 2-1/2x1-1/2, 2-1/2x1, 3x1, 6x3, 6x4 2496
N4 Bushing g-i/Zx]./Z, 2-1/2x3/4, 4x1, 4x1-1/4, 4x1-1/2, 6x2, 6x3, | 2496
X

NS Hexagon Nipples 6 2496

T1 Caps 1/2,3/4, 1, 1-1/4, 1-1/2, 2, 2-1/2, 3, 4 2496

T8 Plugs 6 2496
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